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12-11 GALVANIZING TANKS

The dimensions of structural members requiring galvanizing should be limited so they fit into
available galvanizing tanks.  It is possible to galvanize a member with twice the depth of the
tank by flipping it over and double dipping.

Listed below are the galvanizing tanks and their dimensions available in the Los Angeles,
Sacramento, San Diego and San Francisco areas.

Kettle Length Width Depth
LOS ANGELES No. meters  (ft)  mm   (in.)   mm   (in.)

Valmont Coatings 1 18.3  (60) 3050  (120) 1830  (72)
(Calwest Galvanizing)
2226 E. Dominguez St.
Long Beach, CA 90810
Tel:  310-549-2200
Fax:  310-513-6741
www.valmont.com

Atlas Galvanizing 1 7.3   (24) 1170  (46) 1220  (48)
2639 Leonis Blvd 2 4.9   (16) 1090  (43) 1525  (60)
Los Angeles, CA 90058
Tel:  323-587-6247
Fax:  323-587-7833

Los Angeles Galvanizing Co. 1 9.7  (32) 1525  (60) 2640  (104)
2524 E. 52nd St.
Huntington Park, CA 90255
Tel:  323-583-2263
Fax:  323-588-7394

Supersedes Memo to Designers 12-11 Dated April 1989
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LOS ANGELES (cont.) Kettle Length Width Depth
No. meters  (ft)  mm   (in.)   mm   (in.)

Superior Pacific Galvanizing 1 7.3  (24) 1120  (44) 1070  (42)
1711 E. 61st St.
Los Angeles, CA 90001
Tel:  323-582-7379

SACRAMENTO

Court Galvanizing Co. 1 7.6  (25) 1090  (43) 2286  (90)
4937 Allison Parkway
Vacaville, CA 95688
Tel:  707-448-4848
Fax:  707-448-4890
www.courtgalvanizingltd.com

Moore Quality Galvanizing 1 9.7  (32) 2135  (84) 2740  (108)
3000 Falcon Dr.
PO Box 420
Madera, CA 93639
Tel:  559-673-2822
Fax:  559-674-8331
www.mooregalvanizing.com

SAN DIEGO

San Diego Galvanizing Co. 1 6.4  (21) 1220  (48) 1525  (60)
3586 Dalbergia St.
San Diego, CA 92170
Tel:  619-233-4763

SAN FRANCISCO

Pacific Galvanizing 1 12.8  (42) 1220  (48) 1830  (72)
715  46th Ave 2   4.3  (14) 1220  (48) 1830  (72)
Oakland, CA 94601
Tel:  510-261-7331
Fax:  510-261-7526
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Several references from the American Galvanizers Association are available at
www.galvanizeit.org, including the two listed here.

1. The Design of Products to be Hot-Dip Galvanized after Fabrication (2002)

2. Recommended Details for Galvanizing Structures (2002)

Richard D. Land
Deputy Chief, Division of Engineering Services,
Structure Design

original signed by Richard D. Land


